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‘I ‘;" Exterior openings exposed to the
“ ” ” ] weather shall be flashed in such a

Lintel manner as to make them weatherproof.
These illustrations will help you achieve
flashing of penetrations to include
windows, doors, attic vents, recessed
electrical service enclosures and other
exterior penetrations.

Rough-In
Opening

; To flash penetrations, a strip of approved

: T e I Ll gl Flashing flashing material at least six inches wide

: must be applied in weatherboard fashion

around all openings. Apply the first strip

horizontally immediately underneath the

p i sill, cut it sufficiently long to extend past

¢ " J; each side of the window, door, or vent,

so that it projects beyond the vertical
flashing to be applied.

I S Fasten the top edge of the first segment
» i r—-kalashlng at Head to the wall, but do not secure the body
Overlaps Jamb Flashing and lower edge of the first horizontal

y strip, so the weather resistant building
% //?, 5 Jamb Flashing paper applied later may be slipped up
4

and underneath the bottom flashing in
% VAR * Window Frame weatherboard fashion. In the case of
low-set windows, apply approved paper
. the full height from the bottom of the

«— Sill Flashing plate line to the bottom of the window sill
L] when the window is flashed.

Next, apply the two vertical side sections
A ! of flashing.  Cut the side sections
! : sufficiently long to extend the width of the
EEIS;::TQ Fli-‘JamjaErr flashing above the top of the window and

P g Fap the same distance below the window.

: % . 1 s ik : Apply the side sections over the bottom
. I?__ R R S -t Ly strip of flashing.
b [ LI
L]" P I Apply the top horizontal section of
: I .rf"'r !/ F : ' , flashing last. Cut the top piece of
v WA ..{___-______h Window flashing sufficiently long so that it will
: ril i £ 0y * Frame extend to the outer edge of both vertical
& P, ffa’ d ™ strips of side flashing.
. iy \

The window o penetrating fixture then is
installed by pressing the nailing flange
positively into a continuous bead of
sealant which extends around the
perimeter of the inserted fixture.
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Flashing Over Building Paper
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